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LAMP PHOTOMETRIC REPORT

MODEL: 92FLCOM1040/BL

POWER: W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC
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AVERAGE BEAM ANGLE(50%):38.2 DEG
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TOTAL FLUX: 723.89 lm
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C0 C45 C90 C135 C180 C225 C270 C315   zone   total   %  

DEG LUMINOUS INTENSITY:cd UNIT:lm

1016 1007 998.1 995.6 996.2 1001 1001 1013 107.7 107.7 14.9

615.1 618.4 604.7 607.9 608.1 614.2 611.9 613.4 220.6 328.3 45.4

349.8 346.8 339.9 337.6 334.4 331.1 337.4 343.8 210.7 539.0 74.5

115.0 118.4 112.4 104.7 94.00 87.77 90.31 102.9 149.4 688.3 95.1

9.590 9.629 9.078 9.097 8.929 8.740 8.355 8.617 24.69 713.0 98.5

4.734 4.956 4.779 4.866 4.714 4.717 4.512 4.603 5.872 718.9 99.3

2.658 2.847 2.811 2.878 2.553 2.604 2.646 2.655 3.594 722.5 99.8

0.0603 0.0555 0.0380 0.0658 0.0513 0.0368 0.0409 0.0314 1.362 723.9 100

0.0081 0.0054 0.0054 0.0027 0.0163 0.0163 0.0163 0.0164 0.0186 723.9 100

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:24 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 92FLCOM1040/BL

POWER: W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 1284

5 1201

10 1016

15 799

20 615

25 465

30 350

35 271

40 115

45 24.2

50 9.59

55 6.45

60 4.73

65 3.67

70 2.66

75 1.39

80 0.06

85 0.01

90 0.01

10

1284

1201

1016

801

619

468

351

271

120

24.5

9.85

6.64

4.93

3.69

2.76

1.49

0.04

0.00

0.01

20

1284

1197

1011

798

618

467

351

270

118

24.1

9.79

6.76

5.07

3.79

2.90

1.52

0.07

0.01

0.01

30

1284

1197

1011

799

621

468

351

273

120

23.9

9.83

6.92

5.05

3.82

2.94

1.57

0.05

0.01

0.01

40

1284

1193

1007

796

619

465

348

272

118

23.4

9.70

6.69

5.00

3.78

2.88

1.46

0.07

0.01

0.01

50

1284

1194

1008

797

618

464

346

272

119

23.1

9.55

6.57

4.91

3.67

2.82

1.44

0.04

0.01

0.01

60

1284

1190

1002

791

613

460

344

270

116

22.6

9.35

6.63

4.86

3.69

2.91

1.46

0.06

0.01

0.01

70

1284

1191

1001

790

611

458

343

270

116

22.6

9.24

6.57

4.79

3.60

2.84

1.49

0.03

0.00

0.01

80

1284

1188

997

786

606

453

341

268

113

22.3

9.02

6.44

4.83

3.60

2.82

1.44

0.06

0.01

0.01

90

1284

1188

998

787

605

452

340

266

112

22.3

9.08

6.50

4.78

3.64

2.81

1.52

0.04

0.01

0.01

100

1284

1185

995

785

602

449

338

263

108

21.9

9.13

6.51

4.89

3.62

2.84

1.57

0.07

0.01

0.01

110

1284

1186

998

786

604

451

338

262

109

21.7

9.26

6.53

4.90

3.62

2.95

1.60

0.04

0.01

0.01

120

1284

1182

995

783

603

450

337

259

106

21.3

9.15

6.46

4.87

3.64

2.81

1.57

0.07

0.01

0.00

130

1284

1184

997

787

608

453

338

260

107

21.4

9.13

6.54

4.86

3.68

2.87

1.59

0.05

0.00

0.00

140

1284

1180

994

786

608

453

337

257

103

21.3

9.06

6.51

4.87

3.57

2.89

1.54

0.08

0.01

0.00

150

1284

1181

996

789

611

455

338

256

101

21.3

9.14

6.45

4.84

3.52

2.87

1.57

0.05

0.00

0.00

160

1284

1179

993

787

608

452

335

252

95.6

21.0

9.12

6.37

4.75

3.42

2.72

1.46

0.07

0.01

0.01

170

1284

1181

996

790

608

453

335

251

95.0

20.8

9.05

6.35

4.75

3.49

2.73

1.52

0.05

0.01

0.01

180

1284

1182

996

790

608

453

334

248

94.0

20.5

8.93

6.30

4.71

3.36

2.55

1.46

0.05

0.02

0.02

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:24 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 92FLCOM1040/BL

POWER: W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--2 UNIT: cd

190

0 1284

5 1180

10 996

15 789

20 608

25 451

30 333

35 245

40 90.8

45 20.3

50 8.90

55 6.38

60 4.80

65 3.41

70 2.64

75 1.49

80 0.07

85 0.02

90 0.02

200

1284

1183

999

793

611

453

333

244

91.6

20.3

9.10

6.42

4.80

3.47

2.60

1.48

0.04

0.02

0.02

210

1284

1182

998

791

611

452

331

241

87.9

19.9

8.99

6.42

4.81

3.51

2.69

1.41

0.05

0.02

0.02

220

1284

1185

1002

796

614

455

332

242

89.1

19.9

8.80

6.39

4.76

3.46

2.65

1.37

0.02

0.02

0.02

230

1284

1184

1001

793

614

455

330

241

86.4

19.7

8.68

6.34

4.68

3.43

2.56

1.31

0.05

0.02

0.02

240

1284

1188

1003

794

617

458

334

244

89.2

20.0

8.57

6.29

4.61

3.38

2.53

1.29

0.02

0.02

0.02

250

1284

1188

1001

790

614

457

335

243

87.1

19.8

8.48

6.24

4.61

3.44

2.60

1.30

0.04

0.02

0.02

260

1284

1191

1003

791

615

458

338

248

91.1

20.1

8.42

6.29

4.55

3.40

2.65

1.29

0.02

0.02

0.02

270

1284

1191

1001

788

612

455

337

249

90.3

20.0

8.35

6.22

4.51

3.48

2.65

1.29

0.04

0.02

0.02

280

1284

1195

1004

791

612

456

339

253

94.3

20.8

8.34

6.27

4.56

3.52

2.63

1.28

0.02

0.02

0.02

290

1284

1196

1004

791

610

454

340

253

94.3

20.8

8.48

6.20

4.62

3.60

2.65

1.32

0.04

0.01

0.01

300

1284

1200

1009

795

611

456

342

259

99.7

21.3

8.65

6.22

4.76

3.63

2.75

1.35

0.01

0.01

0.01

310

1284

1200

1011

795

611

457

342

260

100

21.6

8.58

6.18

4.64

3.57

2.71

1.32

0.04

0.02

0.02

320

1284

1204

1016

800

616

460

345

264

106

22.4

8.66

6.18

4.56

3.45

2.60

1.26

0.02

0.02

0.02

330

1284

1203

1016

797

615

459

346

266

106

22.7

8.77

6.14

4.54

3.54

2.66

1.28

0.05

0.02

0.02

340

1284

1204

1020

801

618

463

349

270

110

23.4

8.94

6.27

4.63

3.41

2.61

1.30

0.03

0.02

0.02

350

1284

1202

1017

799

616

464

349

270

110

23.6

9.13

6.25

4.63

3.51

2.61

1.35

0.05

0.02

0.02

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:24 August 2022 Remarks:


