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LAMP PHOTOMETRIC REPORT

MODEL: 92FLCOM1040/WH

POWER: W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 728.67 1m “/+1e0
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AVERAGE BEAM ANGLE (50%) :38.3 DEG

¥ co C45 c90 C135 Cc180 C225 Cc270 C315 ¥ ® zone | @ total %
10 969.7 968.1 981.0 1000 1022 1034 1008 981.4 0- 10 106.9 106.9 14.7
20 581.3 584.5 597.3 617.2 637.3 635.3 616.3 597.5 10- 20 218.5 325.4 44.7
30 334.8 343.1 349.1 353.4 353.5 346.0 337.9 332.2 20- 30 211.0 536.4 73.6
40 91.45 100.3 109.7 124.2 127.7 118.9 104.7 91.99 30— 40 152.0 688.4 94.5
50 10.29 10.71 10.52 11.72 10.78 10.63 9.782 9.926 40- 50 27.45 715.8 98.2
60 5.791 5.772 5.297 6.092 5.934 5.873 5.297 5.549 50- 60 6.921 722.8 99.2
70 3.150 2.978 2.525 3.283 3.267 3.112 2.678 2.928 60— 70 4.307 727.1 99.8
80 0.3689 0.2641 0.1685 0.2577 0.3684 0.2747 0.1912 0.2741 70- 80 1.508 728.6 100
90 0.0217 0.0190 0.0136 0.0150 0.0353 0.0340 0.0300 0.0341 80- 90| 0.0998 728.7 100
100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:1lm
C Range: 0 - 360DEG y Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:24 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 92FLCOM1040/WH

POWER: W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--1 UNIT: cd

C (DEG)

y (DEG) 0 10 20 30 40 50 60 70 80 90 100 | 110 | 120 | 130 | 140 | 150 | 160 | 170 | 180
0 1271 | 1271 | 1271 | 1271 | 1271 | 1271 | 1271 | 1271 | 1271 | 1271 | 1271 | 1271 | 1271 | 1271 | 1271 | 1271 | 1271 | 1271 | 1271
5 1164 | 1164 | 1161 | 1164 | 1163 | 1166 | 1165 | 1167 | 1166 | 1171 | 1172 | 1177 | 1178 | 1183 | 1184 | 1189 | 1190 | 1196 | 1200
10 970 | 971 967 969 | 966 | 970 969 | 973 | 975 | 981 983 | 992 993 | 1000 | 1001 | 1007 | 1008 | 1016 | 1022
15 754 | 754 | 749 | 751 | 749 | 752 | 752 | 758 | 760 | 769 | 773 | 783 | 786 | 793 | 794 | 801 | 803 | 811 | 816
20 581 | 582 | 580 | 581 | 582 | 587 | 589 | 592 | 593 | 597 | 599 | 606 | 610 617 618 623 | 626 | 632 637
25 437 | 440 | 441 | 444 | 444 | 447 | 449 | 452 | 451 | 455 | 457 | 463 | 464 | 469 | 470 | 473 | 473 | 476 | 478
30 335 | 336 | 337 | 341 | 342 | 344 | 345 | 348 | 347 | 349 | 351 | 353 | 352 | 354 | 353 | 354 | 353 | 354 | 354
35 250 | 253 | 252 | 257 | 259 | 264 | 265 | 267 | 265 | 267 | 267 | 272 | 271 | 274 | 271 | 273 | 273 | 275 | 274
40 91.5|94.3|94.8|98.5|98.6| 102 | 102 | 106 | 105 | 110 | 111 | 118 | 120 | 125 | 124 | 128 | 126 | 129 | 128
45 23.224.5|24.7|25.0|24.9|25.0|24.9|24.9|24.8|25.0(25.2|26.1|26.7|27.6|27.3|27.2|27.0|27.4]26.9
50 10.3 | 10.6 | 10.5 | 10.8 | 10.7 | 10.8 | 10.4 | 10.2 | 10.3 | 10.5 | 10.5| 10.7 | 11.1 | 11.8 | 11.7 | 11.4 | 11.2 | 11.2 | 10.8
55 7.52 |7.77|7.67|7.72|7.75|7.66 | 7.34 | 7.21|7.10 | 7.10 | 7.14 | 7.44 | 7.77 | 8.08 | 8.13 | 7.99 | 7.89 | 7.94 | 7.72
60 5.79 | 5.84 | 5.81 | 5.85|5.83 | 5.71 | 5.45 | 5.40 | 5.40 | 5.30 | 5.28 | 5.49 | 5.80 | 6.03 | 6.16 | 6.11 | 6.01 | 6.07 | 5.93
65 4.49 | 4.59|4.53|4.55|4.54|4.39|4.17 | 4.08|4.09|4.10|4.09|4.20|4.51 |4.67|4.74|4.78|4.77| 4.73 | 4.53
70 3.15|3.18 | 3.10 | 3.06 | 3.03 | 2.93 | 2.68 | 2.57 | 2.57 | 2.52 | 2.61 | 2.76 | 2.95 | 3.20 | 3.36 | 3.37 | 3.34 | 3.43 | 3.27
75 1.74|1.76 | 1.82|1.83|1.72|1.00 | 0.70| 0.61 | 0.59 | 0.67 | 0.57 | 0.61 | 0.76 | 1.25 | 1.87 | 2.00 | 1.92 | 1.97 | 2.03
80 0.370.34|0.35|0.30|0.29|0.24|0.22|0.18 | 0.18 | 0.17 | 0.18 | 0.18 | 0.23 | 0.23 | 0.28 | 0.31 | 0.36 | 0.36 | 0.37
85 0.08 |0.05|0.08|0.04|0.07|0.03|0.05|0.02|0.05|0.02|0.05|0.03|0.05|0.04/|0.07|0.05/|0.09|0.07]0.08
90 0.02 | 0.02|0.02|0.02|0.02|0.02|0.02|0.02|0.02|0.01|0.02|0.02|0.02|0.01|0.02|0.02|0.02|0.02]0.04
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG

Test Speed: HIGH

Temperature:25.3°C
Operators:
Test Date:24 August 2022

Y
te

st System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%
Test Distance:6.265m [K=1.0000]
Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 92FLCOM1040/WH

POWER: W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

Table--2 UNIT: cd
C (DEG)
y (DEG) 190 | 200 | 210 | 220 | 230 | 240 | 250 | 260 | 270 | 280 | 290 | 300 | 310 | 320 | 330 | 340 | 350

0 1271 | 1271 | 1271 | 1271 | 1271 | 1271 | 1271 | 1271 | 1271 | 1271 | 1271 | 1271 | 1271 | 1271 | 1271 | 1271 | 1271
5 1200 | 1205 | 1204 | 1206 | 1205 | 1205 | 1201 | 1200 | 1195 | 1193 | 1186 | 1184 | 1177 | 1176 | 1172 | 1171 | 1166
10 1025 | 1033 | 1033 | 1037 | 1032 | 1029 | 1021 | 1018 | 1008 | 1004 | 995 | 990 | 983 | 980 | 976 | 975 | 972
15 819 | 825 | 821 | 823 | 816 | 812 | 805 | 801 | 794 | 790 | 783 | 779 | 773 | 771 | 764 | 763 | 1758
20 639 | 642 | 639 | 638 | 632 | 631 | 627 | 624 | 616 | 613 | 606 | 602 | 598 | 597 | 592 | 589 | 584
25 476 | 477 | 475 | 476 | 470 | 470 | 465 | 463 | 457 | 455 | 450 | 447 | 442 | 441 | 439 | 439 | 436
30 351 | 350 | 349 | 348 | 344 | 344 | 340 | 339 | 338 | 338 | 336 | 335 | 332 | 332 | 332 | 333 | 333
35 270 | 269 | 267 | 268 | 265 | 265 | 262 | 261 | 257 | 256 | 252 | 250 | 246 | 246 | 245 | 248 | 249
40 123 | 123 | 120 | 121 | 117 | 118 | 113 | 111 | 105 | 104 | 98.1 | 96.7 | 92.2 | 91.8 | 89.4 | 91.8 | 91.0
45 26.5|26.3|26.0|25.9|25.6|25.5|25.0|24.2|23.7|23.8|23.2|22.9(22.5|22.422.2|22.3|22.4
50 10.7 | 10.6 | 10.5 | 10.7 | 10.6 | 10.5 | 10.2 | 10.0 | 9.78 |10.00| 10.0 | 9.87 | 9.90 | 9.95 | 9.90 | 9.82 | 9.90
55 7.72 | 7.64 | 7.76 | 7.85 | 7.71 | 7.57 | 7.38 | 7.34 | 7.21 | 7.42 | 7.32 | 7.33 | 7.43 | 7.59 | 7.59 | 7.42 | 7.35
60 5.95 | 5.87 | 5.97 | 5.96 | 5.79 | 5.67 | 5.46 | 5.38 | 5.30 | 5.52 | 5.50 | 5.43 | 5.49 | 5.61 | 5.69 | 5.63 | 5.69
65 4.63 | 4.54 | 4.53|4.48 | 4.32|4.31 [4.10|4.13|4.00 | 4.11 | 4.14 | 4.02 | 4.08 | 4.20 | 4.41 | 4.36 | 4.45
70 3.41 | 3.27 | 3.28 | 3.23 (2.99|2.94|2.77|2.79|2.68|2.84|2.92|2.81|2.87|2.98|3.13|3.09 | 3.18
75 1.93/1.83|1.84|1.82|1.05|0.86|0.65|0.70 | 0.68|0.64|0.67 |0.77|1.04|1.71|1.80| 1.71|1.78
80 0.390.35|0.35|0.27 | 0.28 | 0.22 | 0.20 | 0.18 | 0.19 | 0.17 | 0.19 | 0.22 | 0.27 | 0.28 | 0.33 | 0.33 | 0.37
85 0.11 | 0.08 | 0.10 | 0.07 | 0.08 | 0.05 | 0.07 | 0.04 | 0.07 | 0.04 | 0.07 | 0.04 | 0.08 | 0.05 | 0.08 | 0.06 | 0.10
90 0.04 | 0.04|0.04|0.03|0.04|0.03|[0.03|0.03|0.03|0.03|0.03|0.03|0.04|0.03|0.04|0.03]|0.03
C Range: 0 - 360DEG ¥ Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:24 August 2022 Remarks:




