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LAMP PHOTOMETRIC REPORT

MODEL: 92FLCOM4040/WH

POWER: 40W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC
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TOTAL FLUX: 3320.0 lm
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C0 C45 C90 C135 C180 C225 C270 C315   zone   total   %  

DEG LUMINOUS INTENSITY:cd UNIT:lm

3758 3852 3882 3834 3738 3662 3615 3670 394.8 394.8 11.9

2500 2600 2642 2548 2420 2347 2325 2387 864.1 1259 37.9

1524 1581 1585 1577 1492 1439 1438 1471 892.6 2152 64.8

1016 1089 1110 1055 965.0 889.3 843.3 916.4 797.0 2949 88.8

55.05 62.38 64.37 55.57 49.57 46.31 43.35 47.47 308.3 3257 98.1

27.38 28.71 29.41 28.27 26.97 25.53 25.86 26.01 32.91 3290 99.1

15.89 16.58 15.47 15.75 15.60 15.01 14.28 14.38 19.46 3309 99.7

2.138 2.043 1.720 2.140 2.477 1.991 1.695 1.682 9.985 3319 100

0.1597 0.1535 0.1526 0.1556 0.2409 0.2363 0.2371 0.2321 0.7571 3320 100

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:24 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 92FLCOM4040/WH

POWER: 40W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 4587

5 4347

10 3758

15 3152

20 2500

25 1951

30 1524

35 1313

40 1016

45 357

50 55.1

55 34.6

60 27.4

65 20.7

70 15.9

75 9.58

80 2.14

85 0.55

90 0.16

10

4587

4369

3789

3189

2534

1982

1574

1326

1045

386

57.7

33.9

28.0

21.4

15.5

9.48

2.49

0.60

0.16

20

4587

4381

3805

3210

2547

1992

1553

1326

1052

396

58.6

33.6

28.1

21.2

15.7

9.73

2.63

0.56

0.16

30

4587

4399

3831

3242

2577

2013

1594

1339

1074

422

60.8

34.6

28.1

21.2

16.3

9.66

2.87

0.50

0.16

40

4587

4406

3840

3254

2587

2014

1572

1341

1078

427

61.4

35.5

28.5

20.7

16.9

9.98

2.34

0.39

0.15

50

4587

4435

3863

3278

2613

2035

1589

1355

1101

450

63.4

36.0

28.9

20.5

16.3

10.1

1.75

0.34

0.15

60

4587

4439

3865

3282

2617

2039

1588

1345

1093

447

97.2

37.3

29.4

20.5

15.9

9.47

1.71

0.32

0.15

70

4587

4454

3880

3297

2639

2057

1588

1340

1102

464

66.4

38.3

29.5

20.6

16.0

9.43

1.69

0.33

0.15

80

4587

4445

3872

3288

2636

2052

1570

1328

1095

454

98.9

38.1

29.5

20.4

15.7

9.86

1.71

0.34

0.15

90

4587

4454

3882

3296

2642

2059

1585

1347

1110

457

64.4

37.9

29.4

20.1

15.5

9.87

1.72

0.34

0.15

100

4587

4441

3866

3276

2616

2048

1587

1351

1098

437

92.0

37.3

28.7

18.8

15.1

10.2

1.68

0.35

0.15

110

4587

4442

3868

3270

2610

2048

1596

1355

1096

433

60.3

36.6

28.7

18.1

15.5

10.2

1.66

0.34

0.16

120

4587

4427

3850

3243

2579

2027

1586

1341

1073

407

58.3

35.4

28.1

18.3

15.4

10.00

1.68

0.33

0.16

130

4587

4421

3847

3230

2566

2025

1586

1339

1069

399

57.0

35.2

28.5

18.5

15.8

10.5

1.76

0.34

0.16

140

4587

4398

3820

3197

2531

2003

1568

1323

1041

369

54.2

34.7

28.0

18.2

15.7

11.1

2.52

0.41

0.15

150

4587

4387

3811

3177

2511

1995

1582

1316

1028

360

54.0

35.9

28.6

18.3

16.1

11.9

3.22

0.54

0.16

160

4587

4357

3777

3137

2472

1965

1535

1297

998

333

52.6

36.2

28.1

17.9

16.3

11.8

3.30

0.62

0.16

170

4587

4348

3765

3121

2452

1951

1519

1292

990

325

51.5

36.1

27.7

17.7

16.2

11.2

3.02

0.68

0.16

180

4587

4325

3738

3086

2420

1920

1492

1273

965

306

49.6

34.9

27.0

17.3

15.6

10.8

2.48

0.68

0.24

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:24 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 92FLCOM4040/WH

POWER: 40W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--2 UNIT: cd

190

0 4587

5 4301

10 3709

15 3053

20 2391

25 1894

30 1470

35 1254

40 942

45 289

50 48.2

55 34.6

60 26.5

65 17.6

70 15.4

75 10.4

80 2.17

85 0.58

90 0.24

200

4587

4296

3704

3039

2382

1886

1460

1247

942

285

47.1

34.4

26.0

17.3

15.6

10.5

1.72

0.52

0.24

210

4587

4271

3676

3004

2358

1861

1441

1237

915

262

46.2

34.5

25.6

16.9

15.3

10.6

2.18

0.48

0.24

220

4587

4268

3671

2992

2354

1857

1442

1234

906

256

46.5

34.6

25.6

16.9

15.0

10.7

2.15

0.45

0.24

230

4587

4256

3652

2969

2340

1843

1435

1217

873

236

46.1

34.2

25.4

16.7

15.0

10.0

1.83

0.38

0.23

240

4587

4254

3647

2964

2342

1846

1439

1214

870

235

44.7

34.0

25.6

16.3

14.7

9.71

1.78

0.38

0.23

250

4587

4241

3628

2948

2332

1835

1430

1204

845

221

44.2

33.8

25.2

16.2

14.5

9.22

1.77

0.37

0.24

260

4587

4240

3624

2949

2333

1839

1435

1208

851

225

43.3

33.2

25.4

16.3

14.7

9.70

1.75

0.37

0.24

270

4587

4230

3615

2941

2325

1837

1438

1209

843

218

43.4

33.6

25.9

16.5

14.3

9.76

1.69

0.37

0.24

280

4587

4239

3626

2956

2334

1847

1451

1222

864

230

44.4

33.8

26.5

16.5

14.1

10.1

1.62

0.37

0.24

290

4587

4240

3631

2960

2337

1843

1455

1227

863

229

45.0

33.8

26.0

16.3

14.0

10.1

1.57

0.36

0.23

300

4587

4255

3650

2986

2361

1854

1468

1247

894

247

46.2

34.0

25.8

16.3

14.0

9.88

1.57

0.37

0.23

310

4587

4256

3656

2999

2370

1857

1466

1248

900

253

46.4

34.1

25.8

16.7

14.1

10.3

1.60

0.37

0.23

320

4587

4277

3684

3038

2404

1880

1476

1257

933

275

48.6

34.1

26.2

17.6

14.7

10.7

1.76

0.42

0.23

330

4587

4288

3696

3055

2423

1892

1488

1274

947

286

49.4

34.5

26.4

18.1

14.7

10.4

1.65

0.43

0.23

340

4587

4313

3726

3091

2457

1917

1509

1295

978

313

51.7

34.9

26.9

18.9

15.4

10.7

1.47

0.46

0.23

350

4587

4327

3739

3114

2476

1929

1515

1302

991

328

52.5

34.4

26.5

19.6

15.8

9.88

1.85

0.50

0.24

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:24 August 2022 Remarks:


