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LAMP PHOTOMETRIC REPORT

MODEL: 95SHELLY18LED/WH

POWER: 18W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC
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AVERAGE BEAM ANGLE(50%):115.3 DEG
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TOTAL FLUX: 2891.5 lm
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C0 C45 C90 C135 C180 C225 C270 C315   zone   total   %  

DEG LUMINOUS INTENSITY:cd UNIT:lm

963.6 965.0 967.3 969.7 968.6 967.2 964.7 962.2 92.94 92.94 3.21

915.7 918.5 923.3 928.2 925.8 923.1 918.0 913.2 267.4 360.4 12.5

837.5 841.4 848.4 856.1 852.8 849.0 841.5 834.3 408.7 769.1 26.6

729.9 734.7 743.8 754.4 750.5 745.6 735.8 725.9 498.0 1267 43.8

595.4 600.7 612.2 625.1 620.6 615.1 603.5 590.9 522.2 1789 61.9

437.7 443.3 456.8 471.6 466.5 461.1 448.2 433.6 475.8 2265 78.3

265.5 270.7 285.2 301.2 296.1 290.6 277.6 262.0 363.8 2629 90.9

100.4 104.5 117.9 132.1 127.2 122.3 112.1 99.44 206.7 2836 98.1

3.206 2.737 2.462 7.766 5.530 4.508 2.256 2.403 55.86 2891 100

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.340m [K=1.0000]Operators:
Test Date:19 January 2023 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 95SHELLY18LED/WH

POWER: 18W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 981

5 976

10 964

15 943

20 916

25 880

30 838

35 787

40 730

45 666

50 595

55 519

60 438

65 353

70 266

75 180

80 100

85 36.4

90 3.21

10

981

976

964

944

916

881

839

788

731

667

597

521

439

354

267

181

101

36.8

3.12

20

981

977

964

944

917

882

839

789

732

668

597

521

440

355

267

181

101

36.9

3.13

30

981

977

965

945

918

883

840

790

733

669

599

523

441

356

269

182

103

37.8

3.05

40

981

977

965

945

918

883

841

791

734

670

600

523

442

357

269

183

103

38.2

2.84

50

981

977

965

946

919

884

842

793

736

672

602

526

445

360

272

186

106

39.8

2.63

60

981

977

966

947

920

885

843

794

737

673

603

528

446

361

274

188

107

41.1

2.38

70

981

978

966

947

921

887

845

796

739

676

607

531

450

365

278

191

111

43.7

2.16

80

981

978

967

948

922

888

847

798

742

679

609

534

453

368

281

194

114

45.9

2.06

90

981

978

967

949

923

890

848

800

744

681

612

537

457

372

285

199

118

49.1

2.46

100

981

978

968

950

925

891

851

803

747

685

616

541

461

377

290

203

122

52.2

3.80

110

981

979

969

951

926

893

853

805

750

688

619

545

465

381

294

207

126

55.5

5.00

120

981

979

969

951

927

894

854

807

752

690

622

548

468

384

297

210

128

57.8

6.27

130

981

979

970

952

928

895

856

808

754

692

624

550

471

387

300

213

131

60.2

7.34

140

981

979

970

953

929

897

857

810

755

694

626

552

472

389

302

215

133

61.6

8.19

150

981

980

971

954

929

897

858

811

756

695

627

554

474

391

304

217

135

62.9

8.75

160

981

979

970

953

929

897

857

810

756

695

627

553

474

391

304

217

134

63.0

9.00

170

981

979

970

953

928

897

857

810

756

695

628

554

475

391

305

218

135

63.3

9.00

180

981

979

969

951

926

893

853

805

751

689

621

546

466

383

296

209

127

56.7

5.53

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.340m [K=1.0000]Operators:
Test Date:19 January 2023 Remarks:



EVERFINE GONIOPHOTOMETERS SYSTEM TEST REPORT Page 3 Of 3

LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 95SHELLY18LED/WH

POWER: 18W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--2 UNIT: cd

190

0 981

5 978

10 968

15 950

20 925

25 892

30 852

35 804

40 749

45 688

50 619

55 545

60 466

65 382

70 295

75 208

80 126

85 55.7

90 5.37

200

981

978

968

950

925

892

852

804

749

687

619

545

465

381

294

208

125

55.2

5.00

210

981

978

967

950

924

891

851

802

747

686

617

543

463

379

293

206

124

54.3

4.94

220

981

978

967

949

924

890

850

802

747

684

616

542

462

378

292

205

123

53.6

4.64

230

981

978

967

949

923

889

848

800

745

682

614

540

460

376

290

203

121

52.5

4.37

240

981

978

967

948

922

888

847

799

743

681

612

538

458

374

287

201

120

51.5

3.78

250

981

977

966

947

920

887

845

796

741

678

609

535

455

371

284

198

117

49.7

3.08

260

981

977

965

946

919

884

843

794

738

675

606

532

452

368

281

196

116

48.1

2.42

270

981

977

965

945

918

883

841

792

736

673

603

528

448

364

278

192

112

45.8

2.26

280

981

976

964

944

917

882

839

790

733

670

600

525

445

360

274

188

109

43.2

2.07

290

981

976

963

943

915

880

837

787

731

667

597

521

441

356

270

184

106

40.4

2.08

300

981

976

963

943

915

879

836

786

729

665

594

519

438

353

267

181

105

38.4

2.22

310

981

975

962

942

913

878

834

784

726

662

592

516

435

350

263

178

101

36.3

2.34

320

981

976

962

942

913

878

834

783

725

661

590

514

433

348

261

176

98.2

34.8

2.46

330

981

976

962

941

913

877

833

782

725

660

589

512

431

345

259

174

95.6

33.1

2.52

340

981

975

962

941

913

876

833

782

724

659

588

512

430

345

258

173

94.9

32.3

2.54

350

981

975

962

941

913

877

833

782

724

659

588

511

430

344

257

172

93.5

31.4

2.78

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.340m [K=1.0000]Operators:
Test Date:19 January 2023 Remarks:


