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LAMP PHOTOMETRIC REPORT

MODEL: 96GRF1/915220W

POWER: O9W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 681.24 1m /4180
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AVERAGE BEAM ANGLE (50%):17.2 DEG

¥ Cco C45 c90 C135 Cc180 C225 Cc270 C315 ¥ ® zone | @ total %
10 1378 1305 1255 1270 1340 1411 1461 1440 0- 10 221.3 221.3 32.5
20 400.8 394.6 383.6 385.4 397.6 414.5 425.3 416.7 10- 20 191.9 413.2 60.7
30 166.2 159.6 154.5 159.0 169.9 173.8 175.8 171.3 20- 30 121.9 535.1 78.6
40 68.52 68.33 67.44 66.56 67.62 69.77 71.19 69.96 30— 40 68.02 603.1 88.5
50 35.60 35.83 35.60 34.50 35.35 34.70 35.83 38.27 40- 50 38.82 642.0 94.2
60 16.31 17.62 17.44 15.36 18.23 17.10 17.15 20.13 50- 60 23.01 665.0 97.6
70 6.799 7.365 7.386 6.074 7.793 7.188 7.530 8.562 60— 70 11.96 676.9 99.4
80 1.116 1.016 0.8723 0.8340 1.139 1.185 1.215 1.258 70- 80 4.013 680.9 100
90 0.0499 0.0278 0.0251 0.0279 0.0555 0.0306 0.0307 0.0251 80- 90| 0.2981 681.2 100
100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:1lm
C Range: 0 - 360DEG y Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.340m [K=1.0000]

Test Date:01 September 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 96GRF1/915220W

POWER: O9W

VOLTAGE: 230V

WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

Table--1 UNIT: cd
C (DEG)

y (DEG) 0 10 20 30 40 50 60 70 80 20 100 | 110 | 120 | 130 | 140 | 150 | 160 | 170 | 180
0 3507 | 3507 | 3507 | 3507 | 3507 | 3507 | 3507 | 3507 | 3507 | 3507 | 3507 | 3507 | 3507 | 3507 | 3507 | 3507 | 3507 | 3507 | 3507
5 2846 | 2839 | 2818 | 2812 | 2790 | 2778 | 2755 | 2757 | 2740 | 2748 | 2740 | 2750 | 2748 | 2762 | 2759 | 2775 | 2777 | 2796 | 2814
10 1378 | 1373 | 1343 | 1335 | 1307 | 1303 | 1280 | 1276 | 1254 | 1255 | 1241 | 1254 | 1248 | 1269 | 1271 | 1293 | 1296 | 1323 | 1340
15 635 | 632 | 626 | 623 | 615 | 610 | 602 | 597 | 590 | 587 | 583 | 583 | 580 | 584 | 585 | 589 | 593 | 601 | 609
20 401 | 400 | 399 | 398 | 396 | 393 | 389 | 389 | 386 | 384 | 382 | 383 | 383 | 385 | 386 | 389 | 391 | 394 | 398
25 264 | 263 | 259 | 258 | 255 | 252 | 248 | 246 | 244 | 244 | 244 | 245 | 247 | 249 | 251 | 252 | 254 | 256 | 260
30 166 | 170 | 163 | 163 | 160 | 159 | 155 | 154 | 154 | 155 | 153 | 155 | 156 | 159 | 159 | 162 | 162 | 168 | 170
35 106 | 106 | 105 | 105 | 103 | 103 | 101 | 101 | 101 | 102 | 101 | 102 | 102 | 101 | 102 | 104 | 104 | 106 | 107
40 68.5 | 68.5 | 68.6 | 68.7 | 68.2 | 68.5 | 68.0 | 67.6 | 67.3 | 67.4 | 66.5 | 67.3 | 67.1 | 66.6 | 66.5 | 67.1 | 66.6 | 67.6 | 67.6
45 49.5| 50.0 | 49.9 | 49.0 | 49.3 | 50.4 | 51.5 | 51.8 | 50.9 | 49.4 | 48.4 | 48.5 | 49.1 | 48.8 | 48.3 | 48.0 | 48.0 | 48.2 | 49.4
50 35.6 | 35.8 | 35.6 | 35.1 | 35.2 | 36.5 | 38.6 | 38.9 | 37.2 | 35.6 | 34.8 | 35.1 | 35.5 | 34.9 | 34.1 | 33.7 | 33.3 | 33.8 | 35.4
55 25.0 | 24.8 | 24.8 | 24.6 | 24.4|25.8|27.5|27.9|26.4(25.0|24.4|24.1|23.9|23.2(22.8|23.2|23.4|24.2|25.5
60 16.3 | 16.2 | 16.5 | 16.7 | 16.9 | 18.3 | 19.8 | 20.2 | 18.7 | 17.4 | 16.7 | 16.3 | 15.8 | 15.5 | 15.2 | 15.3 | 16.1 | 17.3 | 18.2
65 11.1|10.9 (11.1 |11.5|11.5|12.5|13.6 | 14.0 | 12.8 | 12.0 | 11.4 | 11.0 | 10.6 | 10.1 | 10.1 | 10.5 | 11.0 | 11.8 | 12.5
70 6.80 | 6.76 | 6.84 | 7.01 | 7.04 | 7.69 |8.19 | 8.68 | 7.99|7.39|6.94|6.71 | 6.32 | 6.04|6.11 | 6.41 | 6.85 | 7.40 | 7.79
75 3.31|3.08|3.29|3.32|3.40|3.54|3.66|3.47 |3.58|3.46|3.32|3.16|2.93|2.71|2.86|3.17|3.38|3.65/3.74
80 1.12 {1.09|(1.00|0.98|1.05|0.98|1.03|0.99|0.93|0.87|0.83|0.78|0.84|0.79|0.88|0.94|1.10|1.09 |1.14
85 0.16 | 0.15 | 0.16 | 0.12 | 0.12 | 0.08 | 0.09 | 0.05 | 0.08 | 0.05 | 0.08 | 0.06 | 0.09 | 0.07 [ 0.11 | 0.11 | 0.16 | 0.15 | 0.13
90 0.05|0.04 | 0.03|0.03|0.03|0.03|0.03|0.03|0.03(0.03|0.03|0.03|0.03|0.03(0.03|0.03|0.03|0.03]0.06
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 10.0DEG 2.5DEG

Test Speed: MEDIUM
Temperature:25.3°C

Operators:

Test Date:01 September 2022

Interval:
%est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%
Test Distance:6.340m [K=1.0000]

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 96GRF1/915220W
POWER: 9W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

Table--2 UNIT: cd
C (DEG)

y (DEG) 190 | 200 | 210 | 220 | 230 | 240 | 250 | 260 | 270 | 280 | 290 | 300 | 310 | 320 | 330 | 340 | 350

0 3507 | 3507 | 3507 | 3507 | 3507 | 3507 | 3507 | 3507 | 3507 | 3507 | 3507 | 3507 | 3507 | 3507 | 3507 | 3507 | 3507
5 2818 | 2837 | 2845 | 2867 | 2874 | 2892 | 2893 | 2909 | 2909 | 2918 | 2910 | 2914 | 2900 | 2898 | 2881 | 2876 | 2857
10 1348 | 1377 | 1384 | 1410 | 1413 | 1440 | 1442 | 1465 | 1461 | 1476 | 1459 | 1464 | 1440 | 1439 | 1416 | 1414 | 1390
15 614 | 624 | 632 | 643 | 649 | 658 | 662 | 669 | 670 | 674 | 671 | 668 | 662 | 658 | 650 | 646 | 639
20 400 | 405 | 408 | 413 | 416 | 420 | 421 | 426 | 425 | 428 | 425 | 423 | 418 | 415 | 410 | 408 | 403
25 263 | 266 | 269 | 272 | 271 | 273 | 276 | 279 | 279 | 280 | 276 | 276 | 272 | 270 | 269 | 269 | 264
30 166 | 173 | 170 | 174 | 174 | 175 | 174 | 176 | 176 | 176 | 175 | 174 | 171 | 171 | 170 | 173 | 167
35 106 | 108 | 109 | 111 | 112 | 113 | 113 | 113 | 113 | 114 | 113 | 112 | 111 | 110 | 109 | 109 | 107
40 67.7 | 68.6 | 69.0 | 69.2 | 70.4 | 70.1 | 69.5 | 70.4 | 71.2 | 70.6 | 70.6 | 69.9 | 69.5 | 70.4 | 70.2 | 69.5 | 68.6
45 49.8 | 49.8 | 49.2 | 48.5 | 48.7 | 49.6 | 50.3 | 50.7 | 49.9 | 50.2 | 50.7 | 51.7 | 51.3 | 51.0 | 49.9 | 48.7 | 48.6
50 36.2 | 36.2 |35.0|34.5|34.9|36.4|36.2|36.4|35.8|36.0|36.4|38.0(38.5|38.0|35.7|34.5]34.7
55 26.7 | 26.9 | 25.8 | 25.1 | 25.3 | 25.8 | 25.6 | 25.8 | 25.4 | 25.2 | 25.9 | 27.6 | 28.4 | 27.2 | 25.3 | 24.5 | 24.8
60 19.2 | 18.9|18.1 | 17.1|17.1| 16.8 | 17.0 | 17.3 | 17.2 | 17.4| 18.2 | 19.7 | 20.7 | 19.5 | 18.0 | 16.7 | 16.5
65 13.1|12.8|12.1|11.7 |11.6 | 11.5|11.5|11.7 [ 11.9 |12.0| 12.6 | 13.5 | 14.2 | 13.3 | 12.3 | 11.7 | 11.4
70 8.14 | 7.91|7.57 | 7.29 | 7.09 | 7.05|7.19 | 7.34 | 7.53 | 7.68 | 8.00 | 8.43 | 8.78 | 8.35|7.97 | 7.56 | 7.25
75 3.57 | 3.70 | 3.76 | 3.65 | 3.58 | 3.52 | 3.52 | 3.75|3.99 | 4.04 | 4.10 | 4.01 | 3.84 | 3.94 | 3.92 | 3.79 | 3.61
80 1.11(1.19(1.19|1.21 |1.16|1.16 (1.19|1.18 [1.21 |1.28 | 1.21 |[1.23 |1.26|1.25|1.22|1.18 | 1.02
85 0.15|0.10 | 0.18 | 0.13 | 0.14 | 0.10 | 0.13 | 0.09 | 0.13 | 0.11 | 0.13 | 0.10 [ 0.14 | 0.12 | 0.19 | 0.15 | 0.13
90 0.05|0.03|0.03|0.03|0.03|0.03|[0.03|0.03|0.03|0.03|0.03|0.03|0.03|0.03|0.03|0.03]|0.05
C Range: 0 - 360DEG ¥ Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.340m [K=1.0000]

Test Date:01 September 2022 Remarks:



