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LAMP PHOTOMETRIC REPORT

MODEL: 96RAY10/W

POWER: 10W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC
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AVERAGE BEAM ANGLE(50%):67.6 DEG
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TOTAL FLUX: 867.73 lm



  10   0- 10

  20  10- 20

  30  20- 30

  40  30- 40

  50  40- 50

  60  50- 60

  70  60- 70

  80  70- 80

  90  80- 90

 100  90-100

 110 100-110

 120 110-120

 130 120-130

 140 130-140

 150 140-150

 160 150-160

 170 160-170

 180 170-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total   %  

DEG LUMINOUS INTENSITY:cd UNIT:lm

485.7 461.3 451.1 447.8 448.4 459.8 484.0 499.8 49.36 49.36 5.69

363.0 352.2 348.5 348.3 354.2 356.1 361.8 371.1 112.6 162.0 18.7

309.3 307.7 303.4 302.3 308.3 311.6 316.5 313.3 153.4 315.4 36.3

259.9 259.4 252.7 249.0 255.6 260.0 262.6 261.5 177.1 492.5 56.8

205.8 200.7 189.8 185.7 192.6 205.0 205.0 208.7 177.3 669.8 77.2

134.8 127.3 116.1 114.7 117.3 130.9 130.8 136.9 145.5 815.3 94

3.912 3.731 3.690 4.404 3.943 3.334 4.288 3.839 49.55 864.8 99.7

1.252 1.280 1.190 1.180 1.161 1.064 1.216 0.9467 2.287 867.1 99.9

0.2253 0.2313 0.2533 0.2451 0.1900 0.1905 0.1989 0.1730 0.6218 867.7 100

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:31 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 96RAY10/W

POWER: 10W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 579

5 556

10 486

15 410

20 363

25 335

30 309

35 282

40 260

45 235

50 206

55 173

60 135

65 42.3

70 3.91

75 2.18

80 1.25

85 0.58

90 0.23

10

579

553

480

406

361

333

309

282

260

235

206

172

133

40.6

3.83

2.20

1.26

0.56

0.22

20

579

549

473

401

358

331

309

282

259

234

206

170

130

37.2

3.76

2.27

1.32

0.60

0.23

30

579

546

468

396

356

329

309

282

260

234

204

169

129

35.6

3.74

2.26

1.29

0.57

0.23

40

579

542

463

392

353

328

308

282

259

233

202

166

128

34.7

3.71

2.29

1.29

0.59

0.23

50

579

539

460

389

351

328

307

282

259

232

200

163

126

33.6

3.76

2.29

1.27

0.57

0.23

60

579

535

456

386

350

328

306

282

259

231

197

159

122

31.8

3.70

2.25

1.26

0.58

0.23

70

579

533

454

385

349

328

305

281

257

230

195

157

120

31.7

3.64

2.13

1.21

0.55

0.23

80

579

530

452

385

348

328

304

279

255

227

193

154

118

30.8

3.58

2.07

1.21

0.57

0.25

90

579

528

451

385

349

328

303

278

253

225

190

152

116

30.2

3.69

2.05

1.19

0.51

0.25

100

579

527

450

385

348

327

303

276

251

221

187

150

114

29.8

3.97

2.11

1.22

0.36

0.25

110

579

526

449

385

348

326

302

275

249

219

186

149

114

30.1

4.23

2.11

1.21

0.44

0.25

120

579

525

448

385

348

325

301

274

247

218

185

148

113

30.2

4.40

2.14

1.22

0.55

0.25

130

579

525

448

384

348

325

302

276

249

219

186

149

115

32.2

4.38

2.10

1.18

0.53

0.24

140

579

524

447

384

348

326

303

276

249

220

186

149

115

33.9

4.43

2.11

1.18

0.55

0.25

150

579

525

447

384

349

328

305

278

251

223

187

151

116

35.7

4.49

2.13

1.17

0.52

0.25

160

579

525

447

384

350

329

306

279

253

225

188

151

116

36.2

4.48

2.19

1.21

0.55

0.25

170

579

527

446

385

352

330

307

280

254

226

190

153

116

37.0

4.31

2.17

1.22

0.54

0.24

180

579

529

448

388

354

333

308

282

256

228

193

154

117

36.7

3.94

2.07

1.16

0.49

0.19

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:31 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 96RAY10/W

POWER: 10W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--2 UNIT: cd

190

0 579

5 531

10 450

15 389

20 355

25 334

30 309

35 283

40 256

45 229

50 193

55 154

60 118

65 37.8

70 3.65

75 2.02

80 1.16

85 0.51

90 0.19

200

579

534

452

391

356

334

310

283

257

231

196

158

122

40.2

3.59

1.98

1.14

0.49

0.18

210

579

536

454

391

356

334

310

283

258

233

201

164

127

40.6

3.35

1.90

1.12

0.50

0.18

220

579

539

458

392

356

334

311

284

260

235

204

168

131

42.7

3.25

1.80

1.05

0.47

0.18

230

579

542

462

393

356

335

312

285

260

235

206

169

131

43.0

3.42

1.86

1.08

0.50

0.20

240

579

546

468

396

357

336

314

286

261

235

206

170

132

44.5

3.67

1.92

1.09

0.47

0.19

250

579

549

473

399

357

336

315

287

262

235

205

169

133

44.7

3.90

2.01

1.15

0.46

0.19

260

579

553

479

403

360

337

316

289

262

235

204

168

132

45.6

4.30

2.17

1.23

0.32

0.19

270

579

556

484

407

362

337

317

289

263

235

205

168

131

45.1

4.29

2.12

1.22

0.52

0.20

280

579

560

491

412

365

338

317

289

263

236

208

172

136

48.0

4.08

1.79

1.02

0.46

0.20

290

579

561

495

416

368

339

317

289

263

237

210

175

138

48.7

3.80

1.60

0.93

0.44

0.19

300

579

564

498

420

370

340

315

288

263

238

210

176

138

49.4

3.82

1.53

0.88

0.41

0.18

310

579

564

499

421

371

339

314

286

262

237

209

175

137

48.4

3.76

1.61

0.93

0.44

0.18

320

579

564

500

422

371

339

313

285

261

236

208

175

137

47.9

3.92

1.70

0.96

0.44

0.17

330

579

563

499

420

369

338

311

284

260

235

207

174

136

46.4

3.95

1.86

1.05

0.48

0.17

340

579

562

497

418

368

337

310

284

260

235

206

174

136

45.6

4.05

1.95

1.09

0.47

0.17

350

579

559

491

414

365

336

309

283

260

234

205

173

135

43.8

3.97

2.07

1.17

0.51

0.17

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:31 August 2022 Remarks:


