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LAMP PHOTOMETRIC REPORT

MODEL: 96RAY30/WW

POWER: 30W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC
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AVERAGE BEAM ANGLE(50%):74.0 DEG
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TOTAL FLUX: 3113.4 lm



  10   0- 10

  20  10- 20

  30  20- 30

  40  30- 40

  50  40- 50

  60  50- 60

  70  60- 70

  80  70- 80

  90  80- 90

 100  90-100

 110 100-110

 120 110-120

 130 120-130

 140 130-140

 150 140-150

 160 150-160

 170 160-170

 180 170-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total   %  

DEG LUMINOUS INTENSITY:cd UNIT:lm

1677 1666 1662 1661 1666 1685 1689 1681 165.1 165.1 5.3

1333 1335 1331 1324 1313 1362 1363 1340 422.3 587.4 18.9

1039 1027 1019 1023 1029 1026 1033 1040 542.6 1130 36.3

850.3 843.2 836.1 831.8 837.5 844.5 850.8 851.0 579.7 1710 54.9

668.5 653.6 646.8 652.6 657.4 671.8 678.9 679.4 586.3 2296 73.7

426.6 411.7 404.1 411.2 419.4 432.4 440.3 440.2 488.1 2784 89.4

168.3 156.6 150.5 154.3 132.0 164.0 186.3 183.8 291.1 3075 98.8

1.696 1.814 1.769 1.482 1.317 1.498 1.343 1.294 36.94 3112 100

1.105 1.088 1.111 1.110 0.9288 0.9149 0.9239 0.8957 1.280 3113 100

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.340m [K=1.0000]Operators:
Test Date:23 January 2023 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 96RAY30/WW

POWER: 30W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 1777

5 1761

10 1677

15 1501

20 1333

25 1183

30 1039

35 932

40 850

45 771

50 668

55 551

60 427

65 297

70 168

75 4.78

80 1.70

85 1.24

90 1.11

10

1777

1759

1675

1501

1334

1180

1035

929

849

769

666

549

423

293

142

4.42

1.72

1.25

1.10

20

1777

1760

1672

1501

1334

1178

1031

926

846

765

661

543

417

290

163

4.16

1.78

1.30

1.10

30

1777

1759

1669

1500

1335

1176

1029

923

845

762

658

540

414

287

159

3.93

1.79

1.29

1.09

40

1777

1759

1666

1499

1335

1174

1026

922

843

759

654

538

412

282

157

3.11

1.83

1.32

1.09

50

1777

1760

1666

1502

1336

1174

1028

924

844

759

653

538

412

283

156

3.00

1.80

1.30

1.09

60

1777

1759

1663

1500

1334

1172

1025

922

842

757

651

536

409

280

154

2.98

1.80

1.32

1.10

70

1777

1758

1663

1502

1335

1173

1024

920

842

758

652

536

409

280

154

3.00

1.82

1.30

1.10

80

1777

1757

1663

1499

1334

1171

1021

916

840

755

649

531

403

277

152

3.19

1.91

1.35

1.10

90

1777

1757

1662

1497

1331

1171

1019

913

836

753

647

530

404

278

151

2.89

1.77

1.29

1.11

100

1777

1754

1661

1492

1326

1168

1017

909

831

751

647

530

405

278

152

2.66

1.67

1.27

1.11

110

1777

1752

1660

1489

1324

1168

1018

907

830

752

650

532

407

280

156

2.47

1.55

1.21

1.12

120

1777

1750

1658

1487

1322

1169

1018

906

830

750

650

533

408

281

154

2.44

1.54

1.22

1.11

130

1777

1747

1661

1489

1324

1173

1022

909

831

753

652

536

411

283

155

2.36

1.48

1.18

1.11

140

1777

1745

1661

1490

1324

1173

1024

910

833

753

653

537

412

281

154

2.35

1.48

1.20

1.11

150

1777

1745

1663

1492

1325

1175

1027

912

836

755

655

539

414

282

154

2.33

1.45

1.16

1.11

160

1777

1745

1663

1492

1319

1172

1026

913

836

755

654

539

415

284

154

2.55

1.51

1.20

1.11

170

1777

1745

1665

1491

1314

1169

1028

915

836

756

656

541

417

287

159

2.49

1.50

1.17

1.11

180

1777

1745

1666

1494

1313

1166

1029

916

838

757

657

543

419

290

132

2.38

1.32

0.99

0.93

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.340m [K=1.0000]Operators:
Test Date:23 January 2023 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 96RAY30/WW

POWER: 30W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--2 UNIT: cd

190

0 1777

5 1746

10 1669

15 1499

20 1316

25 1166

30 1029

35 915

40 837

45 758

50 659

55 544

60 421

65 292

70 163

75 2.46

80 1.35

85 1.01

90 0.92

200

1777

1749

1676

1513

1333

1174

1030

917

840

762

664

549

426

296

139

2.69

1.38

0.92

0.91

210

1777

1750

1679

1525

1347

1181

1027

917

841

764

666

551

427

299

163

3.08

1.55

0.94

0.90

220

1777

1753

1684

1536

1360

1187

1027

917

843

767

671

556

431

302

148

3.45

1.54

1.05

0.90

230

1777

1754

1687

1540

1364

1187

1026

918

846

769

673

558

434

305

180

3.50

1.45

1.04

0.93

240

1777

1756

1690

1541

1366

1189

1027

920

850

772

676

561

438

309

183

3.57

1.33

0.99

0.92

250

1777

1756

1690

1538

1365

1192

1027

921

850

773

676

562

439

311

185

3.69

1.33

1.01

0.92

260

1777

1758

1691

1536

1366

1197

1032

923

853

775

679

564

440

312

188

3.98

1.30

0.98

0.92

270

1777

1758

1689

1530

1363

1197

1033

923

851

774

679

564

440

313

186

4.25

1.34

1.01

0.92

280

1777

1759

1688

1526

1360

1198

1037

925

851

775

681

567

442

315

188

4.48

1.30

0.98

0.91

290

1777

1760

1686

1520

1353

1195

1039

926

851

774

681

566

442

313

187

4.73

1.30

0.99

0.91

300

1777

1761

1685

1518

1348

1195

1040

929

852

774

682

568

443

313

188

4.81

1.26

0.95

0.90

310

1777

1761

1682

1511

1342

1192

1039

930

851

773

680

566

441

311

185

5.27

1.29

0.97

0.90

320

1777

1763

1681

1508

1339

1191

1041

931

851

773

678

564

440

311

183

5.53

1.30

0.95

0.89

330

1777

1764

1678

1504

1336

1189

1041

931

850

771

674

559

435

307

178

5.90

1.38

0.90

0.89

340

1777

1763

1678

1504

1336

1189

1042

933

851

772

673

557

433

304

176

5.98

1.42

0.92

0.89

350

1777

1763

1678

1501

1335

1187

1042

934

851

772

671

555

431

301

173

5.27

1.47

1.04

0.92

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.340m [K=1.0000]Operators:
Test Date:23 January 2023 Remarks:


