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LAMP PHOTOMETRIC REPORT

MODEL: 98Prague250SMD

POWER: 250W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC
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TOTAL FLUX: 28208 lm
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C0 C45 C90 C135 C180 C225 C270 C315   zone   total   %  

DEG LUMINOUS INTENSITY:X10cd UNIT:lm

878.0 830.2 769.1 749.2 745.1 740.0 766.7 836.0 743.6 743.6 2.64

1042 901.7 746.4 772.3 806.2 763.2 755.8 934.5 2313 3057 10.8

1246 963.3 695.3 797.4 931.3 809.3 700.9 1036 4029 7086 25.1

1422 1003 454.5 812.9 1112 848.6 541.1 1124 5728 12814 45.4

1504 568.6 51.15 566.5 1365 720.0 54.80 884.8 6366 19180 68

1330 79.02 32.72 77.15 1590 87.93 33.30 147.4 5475 24655 87.4

233.4 31.68 23.27 33.92 1063 31.29 22.62 34.31 3008 27664 98.1

9.863 11.79 14.45 13.42 32.55 13.37 14.10 11.24 473.2 28137 99.7

3.178 1.130 0.2328 0.9676 1.874 0.5576 0.2646 0.7637 70.75 28208 100

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:22 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 98Prague250SMD

POWER: 250W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--1 UNIT: X10cd

0

0 769

5 813

10 878

15 954

20 1042

25 1138

30 1246

35 1340

40 1422

45 1487

50 1504

55 1466

60 1330

65 896

70 233

75 24.0

80 9.86

85 3.15

90 3.18

10

769

812

875

949

1032

1123

1223

1311

1392

1453

1481

1450

1236

682

144

23.4

10.1

3.27

3.11

20

769

808

865

932

1004

1085

1171

1254

1332

1403

1430

1303

881

322

54.8

21.6

9.06

3.08

2.75

30

769

805

853

909

969

1033

1102

1171

1250

1309

1245

907

390

93.1

35.9

18.3

8.41

2.96

2.16

40

769

799

838

882

925

967

1014

1062

1113

1088

821

347

96.6

51.3

32.4

20.0

10.1

2.73

1.45

50

769

793

822

851

879

899

913

919

893

708

315

98.5

61.4

42.7

30.9

22.1

13.5

3.15

0.81

60

769

788

807

822

831

829

812

777

667

383

131

65.3

42.7

30.9

25.0

21.2

18.0

4.16

0.40

70

769

782

793

797

791

772

737

685

528

240

77.7

43.4

34.1

28.2

23.9

19.8

18.2

9.26

0.27

80

769

776

780

778

762

737

704

647

462

174

53.9

39.4

32.8

27.2

23.0

18.8

15.0

8.31

0.24

90

769

770

769

762

746

723

695

643

455

157

51.2

38.8

32.7

27.2

23.3

19.1

14.5

7.82

0.23

100

769

765

761

752

739

721

700

656

487

182

53.3

38.7

32.0

27.0

22.9

19.0

15.5

10.04

0.25

110

769

760

754

748

741

729

712

681

556

269

73.0

40.8

32.1

26.5

22.5

19.2

17.4

12.6

0.29

120

769

756

751

749

751

747

737

718

649

422

147

55.7

36.9

28.3

22.8

18.9

16.7

9.00

0.40

130

769

753

749

755

765

772

775

771

757

656

357

109

58.5

40.1

30.2

20.6

13.4

5.98

0.72

140

769

751

749

761

780

800

820

839

868

896

776

398

95.8

56.8

37.6

24.6

13.5

5.36

1.21

150

769

749

749

766

792

826

861

903

958

1047

1124

996

541

132

46.1

26.7

11.0

5.40

1.73

160

769

747

747

768

801

847

899

959

1033

1134

1270

1379

1240

695

163

33.2

13.1

5.60

2.16

170

769

746

747

768

807

861

924

999

1089

1202

1331

1472

1568

1375

655

65.4

26.0

7.37

2.41

180

769

745

745

766

806

862

931

1012

1112

1231

1365

1493

1590

1566

1063

109

32.5

5.71

1.87

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:22 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 98Prague250SMD

POWER: 250W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--2 UNIT: X10cd

190

0 769

5 745

10 745

15 765

20 805

25 859

30 927

35 1008

40 1109

45 1228

50 1368

55 1505

60 1614

65 1542

70 869

75 91.8

80 26.7

85 5.78

90 1.71

200

769

745

742

759

794

845

907

978

1064

1178

1320

1481

1509

1040

299

32.7

12.2

4.39

1.41

210

769

746

741

755

783

824

874

928

993

1091

1224

1251

848

247

44.3

23.8

10.5

4.18

1.04

220

769

747

740

750

770

799

831

864

904

963

956

596

119

54.1

34.4

23.4

12.6

4.31

0.68

230

769

749

740

744

757

774

788

797

793

750

484

115

56.6

37.4

28.2

19.8

14.1

5.08

0.44

240

769

753

743

741

745

750

747

731

688

526

185

58.9

37.3

28.5

22.5

18.6

16.8

8.96

0.33

250

769

757

748

742

739

733

716

686

615

360

82.9

42.1

32.9

26.8

22.3

18.7

17.4

11.9

0.30

260

769

761

757

751

742

727

701

666

569

263

58.0

40.0

32.9

27.5

22.6

18.8

15.3

10.7

0.28

270

769

767

767

764

756

735

701

657

541

228

54.8

39.7

33.3

27.1

22.6

18.6

14.1

8.39

0.26

280

769

773

780

784

782

763

725

668

551

253

60.4

41.2

33.8

27.5

22.8

18.7

15.0

9.48

0.27

290

769

780

794

808

817

811

784

723

611

339

91.4

47.5

35.7

28.8

24.4

20.3

18.4

7.79

0.28

300

769

787

810

836

860

877

880

850

773

547

222

68.5

45.7

33.3

26.1

22.4

18.1

3.41

0.33

310

769

794

828

867

911

952

987

1011

1027

959

564

111

61.8

44.6

33.5

22.8

13.7

1.70

0.54

320

769

800

844

898

958

1019

1084

1148

1220

1290

1205

719

233

57.3

35.1

20.3

8.78

1.09

0.99

330

769

806

858

924

997

1075

1164

1250

1336

1423

1469

1307

734

188

43.7

19.7

7.23

1.39

1.56

340

769

810

869

942

1024

1116

1218

1313

1403

1480

1530

1510

1226

567

98.3

23.9

8.09

1.82

2.10

350

769

814

876

953

1042

1138

1249

1347

1432

1501

1525

1497

1350

857

203

23.4

9.20

2.24

2.49

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:22 August 2022 Remarks:


